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Water Leak Detectors

- Built-In Sensor, Remote Sensor or Remote Rope Sensor
- Two 5A SPDT Relay Contacts
- Polycarbonate BAPI-Box Enclosure (IP66, NEMA 4X)

Built-In
Sensor

NSB-LDT4-PS-BB-A

FEP-Jacketed Cable Length

N1-LDT4-RS5-BB-A 5 1.5m
NSB-LDT4-RS10-BB-A 10 3m

NSB-LDT4-RR10-BB-A 10’ 3m
NSB-LDT4-RR25-BB-A 25’ 7.5m
NSB-LDT4-RR50-BB-A 50’ 15m
NSB-LDT4-RR100-BB-A 100’ 30m
Rope Sensor
Automated
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Voltage Converters (350mA)

- Ruggedized Circuit Snaptrack Mountable Unit (VC350A)
or DIN Rail, Snaptrack or Surface Mountable Unit (VC350A-EZ) =

Automated
Logic

VOLTAGE CONVERTER

" 00

N1-VC350A-EZ-5-A 5 VDC Fixed Output f

N1-VC350A-EZ-12-A 12 VDC Fixed Output W

NSB-VC350A-EZ-ADJ-A 5 to 24 VDC Adjustable Output
VC350A-EZ

DIN Rail, Snaptrack or Surface Mount

VOouT

Part Number: Voltage Output Optional Snaptrack
N1-VC350A-ADJ-A 5 to 24 VDC Adjustable Output  No Snaptrack
N1-VC350A-ADJ-TRK-A 5 to 24 VDC Adjustable Output  1.25” (32mm) length

VC350A

Shown with optional snaptrack

Thermostat Guard

- Prevents Tampering, Damage and Unauthorized Adjustment

- Exceptional Airflow
- Made from Thick, Durable Polycarbonate

Part Number: Internal Size

NSB-BG2-A 3.55x3.5” 90.2 x 88.9mm
N1-BG-A 4.65 x 6.89” 118 x 175mm
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Adaptor Plates for Retrofits

- ABS Flame-Retardant Plastic
- Covers Wall Imperfections When Replacing Wall Sensors or Thermostats

- Bright White, Off White Color or Warm White Color

Bright White Off White

Part Number: Outside Dimensions

NSB-ADP-37-55-BW-A 3.75x5.5”  95.3x140mm Bright White
NSB-ADP-37-55-OFW-A  4.65x6.89” 118 x175mm  Off White

\ N

Bright White L Off White

%
Part Number: Outside Dimensions

NSB-ADP-525-7-BW-A 5.25x7” 133.5x178mm Bright White
NSB-ADP-525-7-OFW-A  5.25x 7” 133.5x178mm  Off White

Bright White Off White Warm White

Part Number: Outside Dimensions

NSB-ADP-53-53-BW-A 5.3x5.3” 134.5 x 134.5mm  Bright White

NSB-ADP-53-53-OFW-A 5.3x5.3” 134.5 x 134.5mm  Off White

N1-ADP-53-53-WMW-A 5.3x5.3” 134.5 x 134.5mm Warm White
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Flexible Probe Bracket for Averaging Sensors

- For Quick and Easy Mounting of Averaging Probes
- Scored Break-off for 1/4” (6.3mm) Rigid Probe Mounting
- Sold in Pack of 50

Part Number: Amount

NSB-PB-50-A Pack of 50

Pierceable Knockout Plug for Enclosure Ports

- Pierceable Center Membrane
- Works in Non-Threaded Ports of the BB4 and JB Enclosure
- Sold in Pack of 100 K

Part Number:

NSB-PKP-100-A  Pack of 100

Foamback Insulators

- 0.125” (3.2mm) and 0.25” (6.3mm) Thickness
- Measures 2.6” Wide by 4.4” High

- Packs of 100 Units
Part Number: Thickness
NSB-FB-.125-A  0.125” 3.2mm
NSB-FB-.250-A  0.25” 6.3mm
Automated
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Weather Shade Kit for Outdoor Sensors

- Improves Accuracy of Outside Air Sensors by Reducing Solar Heat Gain
- Simple and Sturdy Mounting Method
- UV-stabilized Polycarbonate

Part Number:

N1-WSK-A

Light Level Sensor

- Rugged and Watertight Enclosure
- Extremely Sensitive, Even in Dim Lighting
- 0to 5V Output, 0 to 875 Foot Candle Range

Part Number: Foot Candle Range | Output

N1-LLV-05-FC-A 0to 875 0to 5V

Automated
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Output Terminal Boards

- OUT64A - Provides Field Wiring Terminations for the SE6104A Controller Outputs
- OUT66 - Provides Field Wiring Terminations for the SE6166 Controller Outputs

- UIUO4 - Provides Field Wiring Terminations for ME812U, MEX816U, MEX88U, MEX016U,
ME812U-LGR Controllers or Expander Modules
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NSB-OUT64A NSB-OUT66 NSB-UIUO4

Output Relay Boards

- UO4R - Plugs into the Outputs on the ME(X) Line of Controllers or
Expanders, Can Provide 24 VAC/VDC Output to Power Relays, a
Dry Contact Output or a Standard Universal Output

- ZN551 - Adds High Voltage/High Current Switching for a ZN
Controller with 5 Relay Outputs and a Selectable Sixth Output
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UO4R ZN551

NSB-UO4R NSB-RP-ZN551
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Blii-Test Wireless Test Instrument Bundle

- NIST-Traceable Test Instruments for Temperature, Relative Humidity
and Differential Pressure

- Data Logging and Bluetooth Communication with Android
and iOS Smart devices

- Bundle Includes 6 Units listed below plus a Carrying Case
4” Piercing Temperature Unit, 1/8” diameter probe (100 x 3.2mm)
6” Temperature Unit, 1/4” diameter probe (150 x 6.4mm)
9.5” Temperature Unit, 1/4” diameter probe (240 x 6.4mm)
8" Temp/Humidity Unit, 3/8” diameter (200 x 9.5mm)
Low Range Pressure Unit, -1 to +1” WC (-250 to +250 Pa)
Standard Range Pressure Unit, -5 to +5” WC (-1,250 to +1,250 Pa)

N1-BT-HVAC-BUNDLE

GRAPH

Live Data
*F Temperature

Smart Device
App
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Included Blu-Test
Carrying Wireless
Case Test

Instruments
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NIST-Traceable Certificates of Calibration

- One point ambient temperature or humidity, or three customer supplied temperature or
humidity points

Automated
Log\C CERTIFICATE OF CALIBRATION

Customer [BAPI | P.o] SAMPLE Order # [BAS563451
Serial # (00001 NSB-ZS CERT-HUM-SPEC-A CalDate [130CT2023
Certificate # |BCEC100563 | Cal. Procedure] CCP0100.00 CalDue |No Recal

Calibrated By |

Environmental Conditions

Humidity %RH[ ] Temperature °F[__] Pressure [ |hPa

Calibration Standards

BAPI ID# it

IBAPI0067 6 1/2 Digit Multimeter .0055%

IBAP10200 LL [£0.005°C

IBAPI10231 Te Probe [£0.006°C

Results
Test Units Reference _Uncertainty As Found _ Difference _AsLeft _Difference
{Ambient Temp [°C 10.0400
Notes [
| sed Reference

Cal Tech: Date:
Certified By: Date:

This notification serves to certify that the unit described above has been inspected and tested
in with i i published by Logic Corp.

The accuracy and calibration of this instrument are traceable through reference standards
that are compared, at planned intervals, to national standards maintained by the National
Institute of and (NIST), by ison to natural physical constants.

The measurement standards which support this calibration are calibrated on a schedule to
maintain the required accuracy level.

For recalibration and recertification of this unit or for other testing or calibration services contact:
Automated Logic Corp.

1150 Roberts Blvd. ’
Automated bohvssndproi Phone: +1 (770) 429-3000
Log IC United States of America

Part Number: Certificate

N1-ZS-CERT-TEMP-AMBIENT-A  NIST-Traceable Certification for Temperature at Ambient

Part Number: Certificate

NIST-Traceable Certification of Calibration for
N1-ZS-CERT-TEMP-SPEC-A Temperature at one, two or three customer supplied
temperature points.

Part Number: Certificate

N1-ZS-CERT-HUM-AMBIENT-A  NIST-Traceable Certification for Humidity at Ambient

Part Number: Certificate

NIST-Traceable Certification of Calibration for Humidity
N1-ZS-CERT-HUM-SPEC-A at one, two or three customer supplied humidity points
at one temperature.
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